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Firmware Revision Information
Product Code(s): ACR1000A-CTL-(24-ULT)
Product Name(s): iPath System Manager
Date Modified:  December 19th, 2018
Scope:
Version 4.8 iPath is a maintenance release with a few new features included.  iPath 4.8 is tested to work with firmware 4.8 and 4.6 firmware on the Agility endpoints.
This release note marks the changes between iPath 4.7 and 4.8 firmware.
Important:
Please backup your database before starting an Upgrade

Version 4.7.42108
Features:
-  Support added for upcoming ACR500VG-T (VGA dongle)
-  Local feedthrough on receivers.  Agility receivers are now equipped with dual IP network ports (ACR1000A-R-R2, ACR1020A-R, ACR1002A-R) which can be configured to support a local link connection to a local PC via an ACR1000A-T-R2 or ACR500xx-T in addition to the main link to the network.  In operation the user of the console at the Agility receiver can use the following hotkey combinations to toggle between the network and local links (CTRL + ALT + L).
-  New settings to allow users via the OSD to force a disconnect channel command
-  DHCP Leases file to Debug Log
-  API change:  option to reboot endpoints and additional API call request
Known Issues Resolved:

-  Solo iPath doesn’t start its DHCP server after a basic reset
-  ACR500xx-T re-joins iPath after being deleted
Known Issues:
-  Not possible to add a backup manager if HTTPS connection is set.  Turn off the HTTPS for now to allow it to join.
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