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Firmware Revision Information
Product Code(s): ACR1000A-CTL-(24-ULT)
Product Name(s): iPath System Manager
Date Modified:  July 29th, 2020
Important:
Please backup your database before starting an Upgrade

Version 4.11.45022

Features / Fixes:

-  After upgrading to 4.11, some RX devices disconnected and were not previously running 4.9 firmware will be missing.  An outdated button has now been added to both the tx / rx page to show devices that do not meet the min 4.9 endpoint firmware requirement

-  NTP should work without reboot

-  Update IP address against RDP Tx disappears in Transmitter page

-  RDP Server (TX) name cannot be same as the receiver
-  Channel type on channel page is shown as wrong type

-  RDP should be disconnected if a different user logs in after reboot

-  User is not able to login to OSD with updated username

-  When user is deleted it should be logged out from the web UI

-  Add windows domain name to RDP TX configuration

-  One click removal of the stored firmware updates to easily free up space
-  Incorrect descriptions in descriptions on general page

-  Incorrect descriptions in OSD information page
Known Issues:

-  FIELD-not possible to add a backup manage if HTTPS connection is set, turn it off if adding a backup

-  In some cases, the device name gets truncated in the syslog messages

-  Identify light box doesn’t work when using replace device

-  OSD resets, preventing login, if password contain special pronunciation characters

-  FIELD – Can’t use IE to setup start of day network settings 
Version 4.9.43435
Features:
-  Fixed adding backup iPath controllers

- Fixed duplication of IP addresses in the device table

- Endpoint certificate issues resolved for proper mapping
- iPath didn’t allow the second video head of the endpoints to be set to dual-link EDID is fixed

- Added device name and description to syslog messages that refer to the device ID

Known Issues:

-  Not possible to add a backup manager if HTTPS is enabled
-Sometime the device name gets truncated in the syslog message

- Identify light box doesn’t work when using replace device

- OSD resets, preventing login, if password contains special pronunciation characters

- Can’t use IE to setup start of day network settings
Version 4.7.42108
Features:
-  Support added for upcoming ACR500VG-T (VGA dongle)
-  Local feedthrough on receivers.  Agility receivers are now equipped with dual IP network ports (ACR1000A-R-R2, ACR1020A-R, ACR1002A-R) which can be configured to support a local link connection to a local PC via an ACR1000A-T-R2 or ACR500xx-T in addition to the main link to the network.  In operation the user of the console at the Agility receiver can use the following hotkey combinations to toggle between the network and local links (CTRL + ALT + L).
-  New settings to allow users via the OSD to force a disconnect channel command
-  DHCP Leases file to Debug Log
-  API change:  option to reboot endpoints and additional API call request
Known Issues Resolved:

-  Solo iPath doesn’t start its DHCP server after a basic reset
-  ACR500xx-T re-joins iPath after being deleted
Known Issues:
-  Not possible to add a backup manager if HTTPS connection is set.  Turn off the HTTPS for now to allow it to join.
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